OLDCAS CHRISTY
G04 BOX W/GO4C LID
PAINTED TO OMWC
APPROVED COLOR

SEE PLATE NO. IRR-11

TOP OF CONCRETE 1/4"
BELOW EXISTING SURFACE

EXISTING
SURFACING

8” PVC RISER /'\
8” INTO G5 BOX

2" MUELLER
GATE VALVE

ARMORCAST AIR VACUUM VALVE
ROUND VENT ENCLOSURE
#P6002001 — SANDSTONE FINISH
SEE DETAIL PLATE NO. 24

SEE NOTE 5.

[

CONTRACTOR SHALL PROVIDE A 1/2" MIN. GAP
BETWEEN THE 2° BRASS PIPE AND THE
CONCRETE FOOTING.

o

1/2"% OPENINGS EVERY 4"./

CONTRACTOR SHALLﬁ
INSTALL A LINK SEAL BETWEEN THE SAME.

INSTALL 2" THREADED MALE/FEMALE
ELBOW, 2 EACH. COVER OPENING
WITH VENT SCREEN. USE 20x20 MESH
.011 GAGE BRONZE MATERIAL WITH
STAINLESS STEEL CLAMP.

_| )
a— 2" APCO AIR-RELEASE VALVE
/ OR APPROVED EQUAL

)\ 2" BRONZE GATE VALVE
7 <_

\
X
44‘

1T
T
12" MIN

N
3"¢ STEEL
BOLLARD FILLED

WITH CONCRETE
(4 TYPICAL)

S’=0" MIN.

2" TYPE K COPPER PIPE,

SLOPE UP MIN. 1/4” PER FOOT
e ——

2" BRASS PIPE
THREADED

L 1-1/2"x1-1/2"x3/18" ANGLE
MODIFIED AS SHOWN

2" COUPLING \
MFORD C85—77—NL OR AIR_RELEASE

PIPING SHALL RUN
MUELLER P-15428N
2" MIP x 2" PJ (CTS) ABOVE & PARALLEL

TO PVC MAIN
2" CORPORATION STOP
FORD FB1100-7-NL OR
MUELLER P-15023N IPSxPJ (CTS) |

L——w ~~~—__90° BRASS ELBOW

IPSxIPS

2" COUPLING

FORD CB5—77-NL OR
MUELLER P-15428N
2" MIP x 2" PJ (CTS)

COMBINATION AIR RELEASE VALVES

2" BRONZE SADDLE
FORD 891 SERIES (S71-S91-1207 FOR 127)
OR MUELLER S-13000 OR
H-13000 SERIES

NOT

REV. DATE: 3/28/17
OILDALE MUTUAL WATER CO.

TO SCALE

NON—POTABLE /IRRIGATION
AIR RELEASE VALVE DETAIL

DATE: 8/1/13

PLATE NO. IRR-23






